Brandschutzpaneel Wand ISOPARFIRE®
Elegant |PFE200 Feuerwiderstandsklasse A2-s1;d0

fire protection panel wall Isoparfire® Elegant IPFE200 fire protection class A2-s1;d0
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D= Kernstarke V‘ 46,5 ‘4
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AuBenschale: t,= 0,60 mm Rpoa 280 N/mm®
Outside steel sheet: t, = 0,60 mm R.,.> 280 Nmm?®

P

Innenschale: t,= 0,50mm R, .>280 N/mm°®
Inside steel sheet: ty = 0,50 mm R, > 280 Nmm?

Nachfolgend angegebene Stitzweiten sind nach der allgemeinen bauaufsichtlichen Zulassung Z-10.49-654
vom November 2016 und auf der Grundlage der EN 145089, fur die unglnstigste Lastfallkombination aus
Wind- und Temperaturdifferenz, Anhang E unter Bericksichtigung der Lastfaktoren und Kombinations-
bmwer‘te der' DIN EN 1990/NA 2010- ’IE nachgewmsen

Below given spans are detected after the general building inspectorate approval Z-10.49-654 from November 2016 and on
the base of the EN 145089 detected. The most unfavorable load combination of wind- and temperature differece is demon-
strated in accordance with EN 145089. The instructions for use must be observed.

Tahelle W.31: Windsogheanspruchung mit Beriicksichtigung der verdeckten Befestigung an End- und Zwischenauflagern

Charact:er:sttcal wind suction stress for the f:xmg in kN/m*

Stat. System Farbgruppe
0,00 -0,25-0,50-0,75 -1,00 -1,25 -1,50 -1,75 -2,00 -2,25 -2,50 -2,75 -3,00 -3,25 -3,50 -3,75 -4,00 -4,25 -4,50 -4,75 -5,00

1-Feld I n 3416 6,83 3,41 228 1,71 1,36 1,14 0,98 0,85 0,76 0,68 0,62 0,57 052 0,49 0,46 0,43 0,40 0,38 0,36 0,34
231 175 146 127 1,11 095 0,83 074 066 060 056 051 0,48 045 0,42 040 037 035 0,33 032 0,31
2-Felder L 227 1,71 1,42 1,24 1,80 093 0,82 0,73 0,66 060 0,55 051 0,47 0,44 0,42 039 0,37 0,35 0,33 0,32 0,31

1,38 120 1,70 098 0,89 082 0,74 0,66 0,60 055 0,51 048 045 042 0,39 037 0,35 033 0,32 030 0,29
099 089 081 075 0,70 065 0,61 0,58 0,55 0,50 047 044 041 039 0,37 035 0,33 031 0,30 029 0,28
3-Felder I o099 089 081 075 0,70 0,65 0,61 0,58 0,55 0,50 0,47 0,44 0,41 0,39 0,37 0,35 0,33 0,31 0,30 0,29 0,28
099 089 081 075 0,70 065 0,61 0,58 0,55 0,50 0,47 044 041 0,39 0,37 0,35 0,33 0,31 0,30 029 0,28

Tahelle W.32: Windsogbeanspruchung mit Beriicksichtigung der verdeckten Befestigung am Zwischenauflager, Endauflager sind direkt zu hefestigen

Charact:er:st:tcal wind suction stress for the ﬁxmg in kN/m*

Stat. System Farbgruppe
0,00 -0,25-0,50 -0,75 -1,00 -1,25 -1,50 -1,75 -2,00 -2,25 -2,50 -2,75 -3,00 -3,25 -3,50 -3,75 -4,00 -4,25 -4,50 -4,75 -5,00
I, 350 245 1,84 045 1,28 1,00 0,88 0,78 0,70 0,63 0,58 0,53 0,49 046 043 040 0,38 036 0,34 0,32 0,31
2-Felder Il, 2,27 1,71 1,42 1,24 1,08 0,93 0,82 0,73 0,66 0,60 0,55 0,551 0,47 044 0,41 0,39 0,37 0,35 0,33 0,32 0,30
Il 1,38 1,20 1,01 098 0,89 0,82 0,74 0,66 0,60 055 0,51 0,48 045 042 0,39 037 0,35 0,33 0,32 0,30 0,29
I8 2,78 278 2,22 15 1,23 1,03 0,89 079 0,70 0,64 0,58 053 049 046 043 040 0,38 0,36 0,34 0,33 0,31
3-Felder Il, 2,74 0,74 1,76 0,39 1,72 0,96 0,83 0,74 0,66 0,60 0,55 0,51 0,47 044 0,42 0,39 0,37 0,35 0,33 0,32 0,30
Il 200 145 1,20 104 095 086 0,75 0,68 061 056 052 048 045 042 0,39 0,37 0,35 0,33 0,32 0,30 0,29

Winddruckbeanspruchung fiir Elementnachweis:siehe Tabelle W.15
Windsogheanspruchung fiir Elementnachweis:siehe Tabelle W.16
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Brandschutzpaneele Dach u. Fassade

Fire protection panel roof and facade



